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Step5. Hi RH alarm selecting

% Press MODE button to select Hi RH alarm
RHI t‘ - - - ° ON/OFF
It Lt (a) When the alarm function is on, press(l)
-’ . .
button to enter Hi RH setting. (Move to Step6)
% (b) When the alarm function is off, press(!)
"~ button to select Lo RH alarm. (Step7)
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Step6. Hi RH setting

When HI RH alarm is on, RH | icons with the
default value 90% or the last setting will

'] I"% appear on the LCD. Keep pressing MODE button
0.0

RH1 to increase digit sequencely from hundred

- digit and release the button when the digit you
desired. (Please refer to #Example 1 on Page6.)
Press(!) button to save Hi RH setting and

go to Lo RH alarm setting.

Step7. Lo RH alarm selecting

% Press MODE button to select Lo RH alarm

T B ON / OFF.
" L" | (a) When the alarm function is on, pressLl)
L button to enter Lo RH setting (Move to Step8)

%] | (b) When the alarm function is off, press (D)

o button to go back normal measurement.
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Step8. Lo RH setting

When Lo RH alarm is on, RH L icons with the
default value 0.1% or the last setting will appear

% on the LCD. Keep pressing MODE button to
RH i'i ‘ °| |increase digit sequencely from hundred digit and
Ll, | release the button when the digit you desired.
t (Please refer to #Example 1 on Page6.)

Press(!) button to save Lo RH setting and
go back to normal measurement.
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Note:

1. The alarm sound can not be disable unless you enter setting
mode to change the threshold setting.

2. You will hear the alarm sound continuously if Temp. or RH reach the
Hi/ Lo threshold setting. To distinguish the alarm sound, you need
to enter into the Temp. or RH mode to see if Temp. H/ L or RH H/L
is blinking .

3. The default settings of Hi / Lo Temp. or RH is off.

(7) Trouble Shooting
Error messages:

E-2 Humidity Sensor is failed.

E-3 Temperature Sensor is failed.

E-4 Operation Temperature is too high.
E-5 Operation Temperature is too low.
E-6 Some hardware are failed.

Note: If above error messages appear on the display,please contact
with local distributor for technical service.

|8. BATTERY REPLACEMENT |

When low battery indication “ BAT ” icon appears on the LCD, the battery
need to be replaced.

TEMP ﬁ ﬂ

7
Coat

BAT

Use a coin to remove the battery compartment cover on the rear of the
meter. Replace the CR-2032 lithium battery; install the new battery face
up (+) in the battery compartment.
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As the end users, are legally bound (Battery
ordinance) to return all used batteries and
accumulators; disposal in the household garbage
is prohibited!

You can hand over your used batteries /

. accumulators at collection points in your
community or wherever batteries / accumulators
are sold!

Disposal: Follow the valid legal stipulations in respect of the disposal
of the device at the end of its lifecycle.
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[9. WARRANTY |

This instrument is warranted for two years from the date of

purchase against material or production defects, in

accordance with our general sales conditions. During the

warranty period the manufacturer reserves the right to

decide either to repair or replace the product.

The warranty doesn’t apply to:

= Accessories and batteries (not covered by warranty).

=Repairs made necessary by improper use (including
adaptation to particular applications not foreseen in the
instructions manual) or improper combination with
incompatible accessories or equipment.

=Repairs made necessary by improper shipping material
causing damages in transit.

®"Repairs made necessary by previous attempts for repair
carried out by non skilled or unauthorized personnel.

=|nstruments for whatever reason modified by the
customer himself without explicit authorization of our
Technical Dept.

The contents of this manual may not be reproduced in any
form whatsoever without the manufacturer’s authorization.
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PCE Deutschland GmbH
Im Langel 4 59872 Meschede Germany
Hotline: +49(0)1805 / 976 990*
Fax:+49(0)2903 / 97699-9940
www.pce-instruments.com
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