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Barometer/Temp. measurement
* Upper Display show Barometer value
* Lower Display show Temp. value

Barometer/Humidity measurement
* Upper Display show Barometer value
* Lower Display show Humidity value

Until the Display show the desired model ( Function ),
just release the " Mode Button " ( 3-5, Fig. 1), the
meter will execute this function with default.

4-2 Unit selection

1) The Unit selection only available for the upper Display
Barometer mode.

2)Turn on the meter by pressing the " Power Button "
( 3-3, Fig. 1 ) momentarily.

3)Under the Barometer mode, ressing the " Unit Button "
( 3-4, Fig. 1) continuously ( not release the button ), the
upper Display will show the following indicator in

sequence :

hPa, mmHg, inHg.

Until the Display show the desired unit,
just release the " Unit Button " ( 3-4, Fig. 1), the
meter will execute this measuring unit with default.



4-3 Temp. Unit ( C, F ) selection

1) Power off the meter.

2)Use one finger to press ( not release ) the " Hold
Button " ( 3-4, Fig. 1 ), turn on the meter by pressing
the " Power Button " ( 3-3, Fig. 1 ) momentarily, until
the temperature unit ( C, °F ) of Display is lit, then
release the " Hold Button " will change the Temp. unit
from °C to °F or °F to °C with default.

4-4 Humidity measurement
1)Turn on the meter by pressing the " Power Button "
( 3-3, Fig. 1 ) momentarily.
2)For the above 4-1 mode ( function ) selection, please
setto:
a.Humidity/Temp.
( Upper display show humidity value , lower
display show Temp. value )
c. Barometer/Humidity
( Upper display show Barometer value , lower
display show humidity value )

4-5 Barometer measurement
1) Turn on the meter by pressing the " Power Button "
( 3-3, Fig. 1 ) momentarily.
2)For the above 4-1 mode ( function ) selection, please
setto:
c. Barometer/Temp.
( Upper display show Barometer value , lower
display show Temp. value )
d.Barometer/Humidity
( Upper display show Barometer value , lower
display show humidity value )



4-6 Dew point measurement

1)Turn on the meter by pressing the " Power Button "
( 3-3, Fig. 1 ) momentarily.

2)For the above 4-1 mode ( function ) selection, please
set to :

b.Humidity/Dew point
( Upper display show humidity value , lower
display show dew point value )

4-7 Data Hold

* During the measurement, press the " Hold Button "
( 3-4, Fig. 1 ) momentarily to hold the measured
value. The LCD will show a " HOLD " symbol.

* Press the" Hold Button " once again to release the
data hold function.

4-8 Data Record ( Max., Min. reading )
1) The data record function records the maximum and
minimum readings. Press the " REC Button " ( 3-5, Fig. 1)
momentarily to start the Data Record function,
shows " REC " on the display.
2)With the " REC " symbol on the display.
a)Press the " REC Button " ( 3-5, Fig. 1 ) momentarily,
the " REC MAX " symbol along with the maximum
value will appear on the display.

b)Press the " REC Button " ( 3-5, Fig. 1 ) momentarily
again, the " REC MIN " symbol along with the
minimum value will appear on the display.

* When display shows " REC MAX "or " REC MIN *,
press the " Hold Button " ( 3-4, Fig. 1 )
momentarily will delete the max. ( min. ) value,
the display will show the " REC. " only and
execute the memory function continuously.



c¢) To exit the memory record function, press the
" REC " button for 2 seconds at least. The display will
revert to the current reading, not show " REC "

4-9 Auto power off management |

1) The instrument has built-in "Auto Power Shut-off "
function in order to prolong battery life. The meter will
switch off automatically if none of the buttons are
pressed within 10 min..

2)To de-activate this feature, Select the memory record
function during measurement, by pressing the
" REC Button " ( 3-5, Fig. 1).

5. BATTERY REPLACEMENT

* Replace the batteries when the @\L—] rner of the LCD
displays the low battery icon " ", using 4 fresh
1.5V ( UM4, AAA ) batteries.

*To change the batteries, open ( rotate clockwise direction )
the " Battery Cover " ( 3-7, Fig. 1).

* Make sure the " Battery cover " (3-7, Fig 1) is secured
after changing the batteries.

6. OPTIONAL CARRYING CASE

Soft carrying case with sash.
Size : 210 x 80 x 50 mm
Model : CA-52A
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