
www.pce-instruments.com

BUG DETECTOR
PCE-FRQ 500

detection of analogue and digital signals 50 MHz
... 8 GHz
hidden WiFi cameras, GPS tracking devices
radio bugs, transmitters, wireless cameras
16-stage signal strength display
range: 10 m
app for signal output
charging indicator light

This  high-quality  bug  finder  /  bug  detector  offers  maximum
security  against  surveillance  devices  and  effectively  protects
your privacy. With a wide frequency range from 50 MHz to 8
GHz, it reliably detects analogue and digital signals as well as
hidden  WiFi  cameras,  GPS  tracking  devices,  radio  bugs,
transmitters and wireless cameras.

The bug finder / bug detector is extremely easy to use - simply
switch it on and watch the display. With its 4 working modes
and  two  antennas  (a  microwave  directional  antenna  and
omnidirectional antenna),  it  effortlessly detects most wireless
eavesdropping devices and cameras. The detection of signals is
indicated  by  a  flashing  LED  diode  and  a  beep.  The  volume
gradually increases the closer you are to the signal source.

The  16-stage  signal  strength  display  facilitates  the  precise
localisation of monitoring devices within a range of up to 10
metres. Thanks to the integrated app support, signal outputs can
be  conveniently  monitored  and  the  charging  indicator  light
ensures that the bug finder / bug detector is always ready for
use.

This versatile bug finder / bug detector is the ideal tool to ensure
your  privacy  in  any  environment  and  reliably  detect  covert
surveillance technology.  The bug detector  combines state-of-
the-art technology with simple operation - perfect for anyone
who values security.
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Specification

.
General technical data

Frequency 50 ... 8000 MHz

Frequency additional information GSM: 885 ... 915 MHz
GSM: 1710 ... 1755 MHz
Wifi: 2401 ... 2484 MHz

Display type LCD

Display size 2,6 Inch

Interface USB-C, AUX

Operating time 8 h

Working distance 10 cm ... 10 m

Sensitivity Adjustable: high or low

Menu language English, English (GB)

Protection class (device) IP20

Power supply 5V DC, 500mA

Capacity 1100 mAh

Operating conditions 0 ... 40 °C , 10 ... 90 % RH

Storage conditions -20 ... 60 °C , 5 ... 95 % RH

Dimensions ( L x W x H ) 135 x 75 x 17 mm

Weight 238 g


