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User manuals in various languages (frangais, italiano, espafiol, portugués, nederlands,
turk, polski) can be found via our product search on:

www.pce—instruments.com
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SPECIFICATIONS

Specifications of PCE-PSR series products:

Model

Function

Wave-Range

PCE-PSR 100

Illuminance (lux), E (Fc), Tc

(K), Duv Correlated Color
Temperature (CCT), Chromati-
city Coordinates, CRI, Purity,
Peak Wavelength, Dominant
Wavelength, Half Bandwidth,
Center Wavelength, Centroid
Wavelength, Total Color Diffe-
rence, Brightness Difference,
Red-Green Degree, Yellow-Blue
Degree, CCT Difference, SDCM
Diagram, Spectrum Diagram

380..780nm

PCE-PSR 200

PCE-PSR 200 parameters + PAR,
PPFD, YPFD, Blue-purple irradi-
ance Eb, Yellow-green irradiance
Ey, Red-orange irradiance Er,
Ratio of red and blue radiation
Erb_Ratio

380..800nm

PCE-PSR 300UV

UV-A, UV-B, UV-Cand UV

total Radiant Irradiance, UV
hazard irradiance, UV spectrum,
Dominant Wavelength, Peak
signal, Start wavelength, End
wavelength

200..400nm
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HARDWARE OPERATION

1. Product packaging
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SPECTROMETER
E-PSR Series

PCE-

1. PCE-PSR 100, 2. Flannel bag, 3. USB cable

Accessaries
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Operation

There is only one button on the appliance. Press and hold to switch the device on or off.

Place the sensor on the sample light source, then you can perform the test.

Note: You must place the sensor closer fo the light source or carry out the test in a darkroom if you want to
eliminate the influence of stray light.

1) Click to perform a continuous test.
Note: You must perform a continuous test to obtain the = o
correct values when performing a flicker test. bati.
2) Click to perform a single test.

3) Click to end the test. If you are performing a continuous
test, you must click to end the test.

4) Click to save the results in CSV format on the device after
the test.

5) Settings interface.

6) Main interface.

7) Interface for all data.

8) CIE diagrams.

CIE1931

Test stop

Please use the original USB cable or charger if you need to
charge the device or connect it to the computer.
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OPERATING THE SOFTWARE

1. Copy the files to your computer. The software does not need to be installed. You can use it directly by
double-clicking. When you open the software, a folder is created on the D hard drive. The computer should
therefore have a D drive, otherwise the software cannot be opened. You may also need to install the ‘vcre-
dist_x86.exe’ if your computer uses a 32-bit Windows system.

2. Open the saved CSV file with the software (Note: All PCE-PSR series models have this function). Enter the
‘Settings’ interface of the device. Change the ‘USB communication’ mode to ‘File’. See the following figure.

A~

System Setting

Language English
Advanced mode ]
Set date 2025-01-12
Set time 10.35

Power off 10 Minute

Screen brightness _.
TR——

File

serial

Quit

BLE switch

SPECTROMETER
PCE-PSR Series

Then connect the PCE-PSR 100 to the computer using the USB cable. You can then view the files stored in
the device, open the software and click to open the corresponding CSV file.
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You can then view all the data in the software. You can also print the report in PDF format if you have a PDF
printer on your computer. And here is the report example.Note: The report will look a little different if you
use a different model.
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3. If you want to perform some tests directly with the software (note: the PCE-PSR 100 does not have this
function), please change the ‘USB communication’ mode to ‘Serial’.
Then connect the device to the computer via the USB cable.

L bk
P —
= EEEN
System Setting

Language English
Advanced mode O

Set date 2025-01-12
Set time 10.35
Screensaver time
Power off 10 Minute
Screenbrightness — f§

File
File

Usb communication

BLE switch
serial

Quit

SPECTROMETER
PCE-PSR Series

Call up the computer's ‘Device Manager’. Check whether the computer can recognise the COM port. See the
picture below.

If not, please install the driver from the software folder. If your computer is using a 64-hit system, you may
also need to go to the link below to remove your computer's 64-bit digital signature enforcement.
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Then open the software. The test buttons turn green.
Click on the button. The software and the device carry out the test simultaneously. The fest results are
displayed on the device and in the software after the test.
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PACKING LIST

1 PCE-PSR100

2 USBcable

3 Charger

4 Warranty card

5 Calibration certificate
6 Software (D

Note: Points 4, 5, 6 could be a download link.
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DISPOSAL

For the disposal of batteries in the EU, the 2006/66/EC directive of the European Parliament applies. Due
to the contained pollutants, batteries must not be disposed of as household waste. They must be given to
collection points designed for that purpose. In order to comply with the EU directive 2012/19/EU we take
our devices back. We either re-use them or give them to a recycling company which disposes of the devi-
ces in line with law. For countries outside the EU, batteries and devices should be disposed of in accordan-
ce with your local waste regulations. If you have any questions, please contact PCE Instruments.

PCE INSTRUMENTS CONTACT INFORMATION

Germany

PCE Deutschland GmbH

Im Langel 26

D-59872 Meschede

Deutschland

Tel.: +49 (0) 2903 976 99 0

Fax: +49 (0) 2903 976 99 29
info@pce-instruments.com
www.pce-instruments.com/deutsch

United Kingdom

PCE Instruments UK Ltd

Trafford House

Chester Rd, Old Trafford
Manchester M32 ORS

United Kingdom

Tel: +44 (0) 161 464902 0

Fax: +44 (0) 161464902 9
info@pce-instruments.co.uk
www.pce-instruments.com/english

The Netherlands

PCE Brookhuis B.V.

Twentepoort West 17

7609 RD Almelo

Nederland

Telefoon: +31(0)53 737 0192
info@pcebenelux.nl
www.pce-instruments.com/dutch

France

PCE Instruments France EURL

23, rue de Strashourg

67250 Soultz-Sous-Forets

France

Téléphone: +33 (0) 972 3537 17
Numéro de fax: +33 (0) 972 353718
info@pce-france.fr
www.pce-instruments.com/french

Italy

PCE Italia s.r.l.

Via Pesciatina 878 / B-Interno 6
55010 Loc. Gragnano

Capannori (Lucca)

Italia

Telefono: +39 0583 975 114

Fax: +39 0583 974 824
info@pce-italia.it
www.pce-instruments.com/italiano

United States of America

PCE Americas Inc.

1201 Jupiter Park Drive, Suite 8
Jupiter / Palm Beach

33458 FL

USA

Tel: +1 (561) 320-9162

Fax: +1(561) 320-9176
info@pce-americas.com
www.pce-instruments.com/us

Subject to change without notice
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Spain

PCE Ibérica S.L.

Calle Mula, 8

02500 Tobarra (Albacete)

Espafa

Tel.: +34 967 543 548

Fax: +34 967 543 542
info@pce-iberica.es
www.pce-instruments.com/espanol

Turkey

PCE Teknik Cihazlar Ltd.Sti.
Halkali Merkez Mah.

Pehlivan Sok. No.6/C

34303 Kiiglikekmece - istanbul
Turkiye

Tel: 0212 47111 47

Faks: 0212 70553 93
info@pce-cihazlari.com.tr
www.pce-instruments.com/turkish

Denmark

PCE Instruments Denmark ApS
Birk Centerpark 40

7400 Herning

Denmark

Tel.: +45703053 08
kontakt@pce-instruments.com
www.pce-instruments.com/dansk




