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RADIATION DETECTOR
LM-MP1000-T2

Transverse field probe
AC, DC and pulse measurements
Measurement of residual magnetism possible
Measuring range up to 20,000 A/cm

With  the  handy  radiation  detector  and  the  externally
connectable transverse field probe, you can carry out precise
magnetic  field  measurements  easily  and  efficiently.  The
universal  device  is  suitable  for  measuring  direct  fields,
alternating fields (true RMS) and pulsed fields - and is therefore
ideal  for  a  wide  range  of  applications  in  magnetic  field
measurement technology. It is also ideal for measuring residual
magnetism.  At  the  touch  of  a  button,  you  receive  precise
measurement  results  -  from  weak  geomagnetic  fields  up  to
20,000  A/cm  strong  fields  (switchable  to  Gauss/Oersted),
including  the  magnetic  flux  density.  As  a  versatile  digital
gaussmeter, magnetometer or tesla meter, the device provides
reliable and reproducible values of magnetic field strength and
intensity.

Thanks  to  high-precision  magnetic  field  sensors  and
compatibility  with  professional  magnetic  field  measuring
systems, the device is an ideal tool for magnetic field analyses,
test  procedures  and industrial  applications.  Especially  at  low
field strengths, interference-free and accurate measurement is
crucial.  This  is  made  possible  by  a  microcontroller  in  the
measuring probe,  which digitizes and linearizes the analogue
signals from the Hall  sensor directly in the probe -  a  crucial
prerequisite for precise results in weak fields.
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Specification
Magnetic field AC

Measurement range up to 20 ... 20000 A/cm

Resolution 0,1 A/cm

Accuracy in homogeneous field ± 1 A/cm up to 50 A/cm, ± 2% of measured value
from 50 A/cm

Frequency range 10 ... 5000 Hz

Magnetic field DC

Measurement range up to 0 ... 20000 A/cm

Resolution 0,1 A/cm

Accuracy in homogeneous field ± 1 A/cm up to 50 A/cm, ± 2% of measured value
from 50 A/cm

.
General technical data

Units A/cm, g, Oersted

Units additional information Units switchable (1 A/cm = 0.1 kA/m = 1.256 Gauss = 1.256
Oersted)

Display type LCD

Memory capacity (additional information) With pulse time >= 0.1 msec

Sensor additional information Transverse field probe P-T2
Measuring distance of the Hall sensor: 0.9 mm
Thickness of the probe: 1.7 mm
Total length of the probe: 155 mm
Length of the probe handle: 85 mm
Width of the probe tube: 5.5 mm

Operating time 35 h

Menu language German, English (GB), English, French, Italian, Spanish,
Hungarian, Polish, Dutch

Power supply 1.5V AA Batterie

(Rechargeable) battery 2 x 1,5 V AA battery , Alkali-manganese

Capacity 3000 mAh

Dimensions ( L x W x H ) 105 x 65 x 26 mm

Weight 137 g


