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1 Güvenlik Talimatları 
Lütfen cihazı kullanmadan önce bu kılavuzu dikkatli bir şekilde tamamen okuyun. Cihaz sadece 
kalif iye personel tarafından kullanılabilir ve PCE Teknik Cihazlar personeli tarafından tamir 
edilebilir. Kılavuza uyulmamasından kaynaklanan hasar veya yaralanmalar bizim 

sorumluluğumuz dışındadır ve garantimiz kapsamında değildir. 
 

 Cihaz sadece bu kullanım kılavuzunda belirtildiği gibi kullanılmalıdır. Aksi kullanımda  

kullanıcı için tehlikeli durumlar oluşabilir ve cihaza zarar gelebilir. 

 Cihaz sadece çevre koşulları (sıcaklık, bağıl nem, …) teknik özelliklerde belirtilen aralık  

dahilinde ise kullanılabilir. Cihazı aşırı sıcaklıklara, doğrudan güneş ışığına, aşırı neme  

maruz bırakmayın. 
 Cihazı darbelere ve güçlü titreşimlere maruz bırakmayın. 

 Cihaz sadece kalif iye PCE Teknik Cihazlar personeli tarafından açılmalıdır. 

 Cihazı ıslak elle asla kullanmayın. 

 Cihazda herhangi bir teknik değişiklik yapmayın. 

 Cihaz sadece bez ile temizlenmelidir. Sadece pH nötr temizleyici kullanın, aşındırıcı ya da 

çözücü kullanmayın. 

 Cihaz sadece PCE Teknik Cihazlar tarafından sunulan aksesuarlar ile ya da eşdeğer 
aksesuarlar ile kullanılmalıdır. 

 Her kullanımdan önce, cihazı görünür bir hasar açısından inceleyin. Herhangi bir hasar  

görülürse cihazı kullanmayın. 

 Cihazı patlayıcı ortamlarda kullanmayın. 

 Teknik özellikler kısmında belirtilen ölçüm aralıkları hiçbir koşulda aşılmamalıdır. 

 Güvenlik talimatlarına uyulmaması cihaza hasar verebilir ve kullanıcıda yaralanmalara  

neden olabilir. 

 Cihaz sabit kurulum için geliştirilmiştir. 
 
 

Bu kılavuzdaki basım hataları ya da diğer hatalar için sorumluluk kabul etmemekteyiz. 
 
Genel iş şartlarımızda bulunan genel garanti koşullarımızı açıkça belirtmekteyiz. 

 
Herhangi bir sorunuz olduğunda lütfen PCE Teknik Cihazlar ile iletişime geçin. İletişim detayları 
bu kılavuzun sonunda yer almaktadır. 
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2 Özellikler 

 
2.1 Entegre Sensörler 

 

  Özellik  Değer 

Sıcaklık 

  Ölçüm Aralığı 0 ... +50 °C / 32 ... 122 °F 

Hassasiyet 
±0.15 °C @ 0 ... 20 °C / 32 ... 60 °F 
±0.1 °C @ 20 ... 50 °C / 68 ... 122 °F 

Çözünürlük 0.1 °C 

Bağıl Nem 

  Ölçüm Aralığı 0 ... 100% n.o, yoğuşmasız 

Hassasiyet 
±1.5% n.o @ 0 … 80% n.o 
±2% n.o @ 80 … 100% n.o 

Çözünürlük 0.1% n.o 

Hava Bas ıncı 

  Ölçüm Aralığı 300 ... 1250 hPa 

Hassasiyet ±50 hPa @ -20 … 75 °C / 700 ... 1100 hPa 

Çözünürlük 0.1 hPa 
CO2 

  Ölçüm Aralığı 0 ... 40000 ppm 

Hassasiyet 
±(40 ppm + ölçüm değerinin %5‘i) 
@ 400 ... 5000 ppm @ 25 °C / 77 °F 

Tekrarlanabilirlik ± 10 ppm 

Sıcaklık Kayması/Yıl ± (5 ppm + ölçüm değerinin %0.5‘i) 

Çözünürlük 1 ppm 

 
 

2.2 Genel 
 

   Özellik  Değer 

Hafıza Kapasitesi Mikro SD kart, 32 GB 
Tüm sensörler için toplam 1.000.000.000.000 ölçüm noktası 

  Örnekleme Aralığı 30 s, 1, 2, 10, 15 ve 30 dk / 1, 2, 6, 12 ve 24 saat 

IP Koruma Sınıfı IP30 

Güç Kaynağı USB 5 V / 1.5 A 

Çevre Koşulları 0 ... +50 °C / 32 ... 122 °F 
0 ... 100% n.o, yoğuşmasız 

Depolama Koşulları 
-20 ... +60 °C / -4 ... 140 °F 
0 ... 100% n.o, yoğuşmasız 

Ağırlık 300 g / 10.5 oz 

Boyut 128.5 x 88.5 x 41 mm / 5.06 x 3.48 x 1.61 inç 
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2.3 Yaklaşık Pil Ömrü 

Örnekleme Aralığı 
Pil Ömrü 

Sıcaklık Nem Bas ınç CO2 

2 dk 2 dk 2 dk 10 dk 3 ay 

10 dk 10 dk 10 dk 15 dk 4 ay 

15 dk 15 dk 15 dk 30 dk 5.5 ay 

1 saat 1 saat 1 saat 1 saat 8 ay 

 

 
2.4 Teslimat İçeriği 

    1 x Higrometre PCE-AQD 50,  

    1 x 32 GB Mikro USB Hafıza Kartı (adaptör dahil), 
      1 x Mikro USB Şarj Kablosu, 
    1 x Kullanım Kılavuzu. 

 

 
2.5 Opsiyonel Aksesuarlar 

    1 x Duvar Montaj Seti 
    1 x ISO Kalibrasyon Sertif ikası CAL-HAT 
    1 x ISO Kalibrasyon Sertif ikası CO2 CAL-CO2 

    1 x Sıcaklık Kalibrasyon Sertif ikası CAL-DAKKS-T 
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3 Sistem Açıklaması 

 
3.1 Cihaz 

Higrometre, ayarlanabilir örnekleme aralığı ve yüksek hassasiyeti ile dört çevre parametresini 

(sıcaklık, nem, basınç ve CO2) ölçebilir. 

Şek. 1 PCE-AQD 50’ye ilişkin açıklama 

 
Arayüz 

1 Şarj bağlantısı 

2 SD kart girişi 

 

LED‘ler 

3 Alarm: bir değer ayarlanan sınırı aştığında kırmızı 

4 Şarj aleti bağlandı: şarj aleti bağlandığında yeşil, pil tamamen dolana kadar 
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 Tuş İsim  Fonksiyon 

 
5 

 

 

 
Açma/Kapama tuşu 

  - LED alarmını kapatmak için basın. 
  - Cihazı açmak ya da kapatmak için 1.5 
saniyeliğine basılı tutun. 

 
6 

 

 
Geri tuşu 

   - Ana ekrana dönmek için 2.5 

saniyeliğine basılı tutun. 

 
7 

 

 
OK tuşu 

 
  - Girişi onaylayın. 

 

8 

 

 

 

Yukarı ok tuşu 

  - Tarih ve saat üst çubukta 
görüntülenmiyorsa ana ekranda 
görüntülemek için 1 saniye basılı tutun. 

  - Menüler arasında gezin. 

 
9 

 

 

 
Sol ok tuşu 

  - Sensör ve grafik görünümü arasında 
geçiş yapın. 
  - Belirli ayarlarda sayılar arasında geçiş 
yapın. 

 
10 

 

 

 
Sağ ok tuşu 

  - Sensör ve grafik görünümü arasında 

geçiş yapın. 
  - Belirli ayarlarda sayılar arasında geçiş 
yapın. 

 
11 

 

 
Aşağı ok tuşu 

 
- Menüler arasında gezin. 
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4 Kullanıma Hazırlık 

 
4.1 Güç Kaynağı 

Cihaz, 12 V/1.5 A şarj aleti ile şarj edilen 7.4 V/3400 mAh lityum iyon pil kullanır. Şarj işlemi 
cihazın içindeki sıcaklığı arttırabilir ve sıcaklık ölçümünü etkileyebilir. 

 

Pil ömrü, farklı sensörlerin konfigürasyonuna bağlıdır . Sıcaklık, nem ve basınç ölçümleri için 
aynı örnekleme aralığının; CO2 ölçümü için ise daha yüksek bir örnekleme aralığının 
ayarlanması tavsiye edilir. Tavsiye edilen konfigürasyonlar ve tahmini pil ömrü aşağıdaki gibidir : 

 

Sıcaklık  Nem Basınç CO2 Pil ömrü 

2 dk 2 dk 2 dk 10 dk 3 ay 

10 dk 10 dk 10 dk 15 dk 4 ay 

15 dk 15 dk 15 dk 30 dk 5.5 ay 

30 dk 30 dk 30 dk 1 saat 7.5 ay 

 

Dikkat: 
Pil ömrü çevre koşullarına göre değişiklik gösterebilir .  

 
Cihaz, şarj aleti takılıyken de kullanılabilir. 
 

4.2 Hazırlık  

Cihaz, duvara monte edilmek için tasarlanmıştır . Cihazda çapı 4 mm olan vidalar için iki delik 

bulunur.  Matkap deliklerini ortaya çıkarmak için küçük tırnakları cihazın önündeki yuvalardan 
çekin. Aşağıda yer alan resimde delme şablonunu görebilirsiniz . 

 

Şek. 2 Delme şablonu 
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5 Kullanım 

 
5.1 Cihazı Açma 

Cihazı açmak için Açma /Kapatma tuşunu yaklaşık 1.5 saniye boyunca basılı tutun. Cihaz, 
önyükleme ekranının (Şek. 3) ardından ana ekranı (Şek. 4) görüntüler. Etkinleştirilen sensör 
sayısına göre ana ekranda sensör sayısı görüntülenir  (Şek. 4/5). Cihaz, kapanmadan önce 

ayarlanan örnekleme aralıkları ile başlar. Cihaz ilk açıldığında örnekleme aralığı tüm sensörleri 
için 2 dakika iken CO2 varsayılan örnekleme aralığı 10 dakikadır. 

 
Cihazın tarih ve saat ayarının yapılması önerilir  (00:00 ve 01.01.2021 devreye alma sırasında 

standart olarak ayarlanır). 
 

Şek. 3 Önyükleme ekranı 
 

Şek. 4 Ana ekran, tüm sensörler etkin 
 

Şek. 5 Ana ekran, üç sensör etkin 
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5.2 Ölçüm  

Ölçüm gerçekleştirmek için aşağıdaki adımları izleyin: 
1. Menü  Sensörler  Sensör konfigürasyonu seçeneğine girin. Burada istediğiniz 

örnekleme aralığı ayarlayabilir; sensörleri etkinleştirebilir ya da devre dışı 
bırakabilirsiniz. 

2. Menü  Sensörler  Kaydı başlatma/durdurma seçeneğine girin. Burada başlama 

modunu ayarlayabilirsiniz ve üst kısımda cihazın veri kaydettiğini belirten bir daire 
görünür. Bu durum sadece SD hafıza kartı cihaza takıldığında gerçekleşir. SD hafıza 
kartı cihaza takılmamışsa ekranda uyarı mesajı görüntülenir ve kayıt iptal edilir. 

3. Ana ekrana gidin. Burada tüm sensörlerin ölçümlerinin görüntülendiği sensör 

görünümü ya da konsantrasyonun seyrini görmek için son on beş CO2 noktasının 
görüntülendiği grafik görünümü arasında seçim yapabilirsiniz. 

 

 
5.3 Cihazı Kapatma 

Cihazı kapatmak için Açma /Kapatma tuşunu yaklaşık 1.5 saniye boyunca basılı tutun. Bip 
sesinden sonra tuşa basmayı bırakın, cihaz tamamen kapanacaktır. Cihaz, ayarları kaydeder ve 
bu ayarlar cihazın bir sonraki açılmasında varsayılan ayarlar olarak kullanılır. 

 

Aşağıdaki mesaj (Şek. 6) ekran tamamen kapanıncaya kadar kapatma işlemi sırasında 
görüntülenir. 

 

Şek. 6 Kapatma ekranı  

 
Not: 
Cihaz kapatılıp tekrar açıldığında tarih ve saatin manuel olarak yeniden ayarlanması gerekir. 
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5.4 Menüler ve Alt Menüler 

 
5.4.1 Ana menü 

Ana ekrandan ana menüye girmek için OK tuşuna basın. Cihaz, ana menüyü (Şek. 7) 
görüntüler.  Burada ▲, ▼, ◄ ve ► ok tuşları ile girmek istediğiniz alt menüyü ya da fonksiyonu 
seçebilirsiniz. 

 

Şek. 7 Ana menü 

 
5.4.2 Sensör menüsü 

Bu menüde sensörlerle ilgili tüm ayarları yapabilirsiniz. Sensör menüsü üç alt menüden (Şek. 8) oluşur: 

 Sensör konfigürasyonu: sensörleri etkinleştirmenizi ve sensörler için örnekleme 

aralığını seçmenizi sağlar. 

 Veri kaydını başlatma/durdurma: veri kaydını başlatmanızı ya da durdurmanızı 
sağlar. 

 CO2 grafiği: ölçülen son on beş CO2 değerini içeren bir grafiği görüntüler. 
 

Şek. 8 Sensör menüsü 
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5.4.2.1 Sensör konfigürasyonu alt menüsü 

Bu alt menü, her bir sensör için örnekleme aralığını ayarlamanızı ve her bir sensörü devre dışı 

bırakmanızı sağlar. Her bir sensörü ifade eden ölçüm birimleri yer alır ve ölçüm için ayarlanan 
ölçüm birimlerine göre ekran güncellenir. 

 
Örnekleme aralığı ayarlanan sensör etkinleştirilir . Mevcut örnekleme aralıkları şu şekildedir: 30 

saniye, 1 dakika, 2 dakika, 10 dakika, 15 dakika, 30 dakika, 1 saat, 2 saat, 6 saat, 12 saat ve 
24 saat.  

 
Bir sensörün örnekleme aralığını değiştirmek için ▲ ve ▼ ok tuşları ile istediğiniz sensörü seçin 
ve ardından OK tuşuna basın; cihaz değiştirmekte olduğunuz örnekleme aralığını beyaz ile 

vurgular (Şek. 10). Bu işlemin ardından, örnekleme aralığı değerini değiştirmek için ▲ 
(örnekleme aralığını arttırmak için) ve ▼ (örnekleme aralığını azaltmak için) ok tuşlarını kullanın. 
24 saatlik örnekleme aralığına ulaştığınızda ve ▲ ok tuşuna bastığınızda ya da 30 saniyelik 
örnekleme aralığını seçtiğinizde ve ▼ ok tuşuna bastığınızda cihazda Off (Kapalı) yazısı 

görüntülenir ve sensör devre dışı bırakılır. Şekil 9 ve 10’da nem sensörü devre dışı bırakılmıştır. 
 

Not: 
Cihaz ilk açıldığında tüm sensörler için örnekleme aralığı 2 dakika iken CO2 sensörünün 
varsayılan örnekleme aralığı 10 dakikadır. 

 

Şek. 9 Sensör seçimi alt menüsü 
 

Şek. 10 Sensör seçimi menüsü – sıcaklık örnekleme aralığını değiştirme 
 

Not: 
Örnekleme aralığı için 30 saniye seçildiğinde şarj adaptörünün kullanılması önerilir . 
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5.4.2.2 Veri kaydını başlatma/durdurma alt menüsü 

Bu alt menüde veri kaydı işlemini başlatabilir ya da durdurabilirsiniz  (Şek. 11). 
 

Şek. 11 Veri kaydını başlatma/durdurma alt menüsü 
 

İstediğiniz eylemi ▲ ve ▼, ok tuşlarını kullanarak seçin ve OK tuşuna basın. Bu sırada Stop 
(Durdurma) ya da Start (Başlama) seçeneğinin yanında  simgesi görüntülenir. Seçilen eylem 
Start olduğunda üst çubukta kaydın başladığını belirten bir daire görüntülenir (Şek. 12). 

 

Şek. 12 Başlama modu aktif  

 
Cihaz, veri kaydının açık ya da kapalı olup olmadığına bakılmaksızın açıldığında ölçüm 
yapmaya başlar. Bunun nedeni cihazın mevcut ortam parametrelerini görüntülemek için de 

kullanılabilmesidir. 
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5.4.2.3 CO2 grafiği 

Bu kısımda, ölçülen son 15 CO2 değerine ilişkin bir grafik görüntülenir (Şek. 13). Henüz 

herrhangi bir ölçüm yapılmadıysa bu sayfaya erişemezsiniz. Bu sayfaya ana ekranda ◄ ve ► 
ok tuşlarını kullanarak da girebilirsiniz. Ana menüye dönmek için OK  tuşuna basın. 

 

Şek. 13 CO2 grafiği 

 
5.4.3 Ayarlar menüsü 

Bu menüde cihaz ile ilgili tüm ayarlar yapılabilir. Menü altı alt menüden oluşur  (Şek. 14 ve 15): 

 Dil: menü dilini seçme 

 Tarih ve saat: tarih ve saat formatını ayarlama  
 Alarm: alarmları etkinleştirme/devre dışı bırakma ve her bir ölçüm parametresi için 

alarm sınırını ayarlama 

 Ölçüm birimi: ölçüm parametreleri için ölçüm birimini değiştirme 

 Tarih ve saat göstergesi: üst çubuktaki tarih ve saat göstergesini etkinleştirme/devre dışı 

bırakma 
 Ondalık ayırıcı: ölçüm parametreleri için ondalık ayırıcıyı seçme 

 Açık /koyu mod: ekran ve menü için açık ya da koyu tema seçme 

 Ses: alarm sesini etkinleştirme/devre dışı bırakma 
 

Şek. 14 Ayarlar menüsü, ilk kısım 
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Şek. 15 Ayarlar menüsü, ikinci kısım 

 
5.4.3.1 Dil alt menüsü 

Bu alt menüde cihazın dilini değiştirebilirsiniz. Şu dil seçenekleri arasından seçim yapabilirsiniz: 

Felemenkçe, İngilizce, Fransızca, Almanca, İtalyanca, Lehçe, İspanyolca ve Türkçe. Bu 
menüye girdiğinizde ekranda seçilebilir diller listelenir ve seçili dilin yanında  simgesi bulunur 
(Şek. 16). 

 

Dili değiştirmek için ▲, ▼, ◄ ve ► ok tuşlarını kullanın ve seçimi onaylamak için OK tuşuna 
basın. Bu işlemin ardından menü, seçilen dile güncellenir. 

 

Şek. 16 Dil alt menüsü 
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5.4.3.2 Tarih ve saat alt menüsü 

Bu alt menüde cihazın tarih ve saatini ve formatını ayarlayabilirsiniz  (Şek. 17). Değiştirmek 

istediğiniz parametreyi seçmek için ▲ ve ▼ ok tuşlarını kullanın ve OK tuşuna basın. 

 

 
Şek. 17 Tarih ve saat alt menüsü 

 

Tarih ya da Saat seçeneğini seçtikten sonra değiştirmek istediğiniz rakam beyaz ile vurgulanır . 
◄ ve ► ok tuşlarını kullanarak rakamı; ▲ ve ▼ ok tuşlarını kullanarak değerini 
değiştirebilirsiniz. Tarih ya da saat ayarlandığında ekrandaki ve sistemdeki verilerin 
güncellenmesi için OK tuşuna basın. 

 

 
Şek. 18 Saat değişikliği 

 

Şek. 19 Tarih değişikliği 

 

Not: 
Maksimum değerleri aşıldığında tarih ve saat otomatik olarak düzeltilir. Örneğin, tarih 31 Ocak 
ise ve kullanıcı 1 sayısını arttırmaya çalışırsa sayı 0’a güncellenir. 
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Tarih formatı ya da saat formatı seçeneğini seçtikten sonra değiştirilecek değer beyaz ile 
vurgulanır. ▲ ve ▼ ok tuşlarını kullanarak değeri değiştirebilirsiniz . Saat formatı için geçerli 

değerler 24 saat ve 12 saat iken tarih formatı için geçerli değerler dd.mm.yyyy (gün.ay.yıl), 
dd/mm/yyyy (gün/ay/yıl), mm.dd.yyyy (ay.gün.yıl), mm/dd/yyyy (ay/gün/yıl), yyyy.mm.dd 
(yıl.ay.gün) ve yyyy/mm/dd (yıl/ay/gün) şeklindedir. İstediğiniz formatı seçtikten sonra OK 
tuşuna basın. 

 
Not: 
Saat formatı 12 saatlik seçildiği takdirde saat, öğleden önce ve öğleden sonra olacak şekilde 

görüntülenir. 
 

Şek. 20 Saat formatı değişikliği 
 

Şek. 21 Tarih formatı değişikliği 

 
5.4.3.3 Alarm alt menüsü 

Bu alt menüde her bir ölçüm parametresi için bir alarm tanımlayabilir ve bu alarmı etkinleştirip 
devre dışı bırakabilirsiniz. Belirli bir ölçüm parametresindeki ölçüm değerinin alarmda ayarlanan 

sınırı aşması halinde cihazda 10 saniye boyunca her 2 saniyede bir bip sesi meydana gelir ve 
kırmızı bir LED yanar.  

 
Menüye girdiğinizde ölçüm birimleri ile belirtilen sensörlerin bir listesi ve etkin alarmı bulunan her 

bir sensörün yanında simgesi görüntülenir (Şek. 22). 
 
Bir alarmı etkinleştirme/devre dışı bırakma ya da ayarlama amacıyla bir sensör seçmek için ▲ 

ve ▼ ok tuşlarını kullanın. Ardından, seçilen sensörün ilgili alarm menüsünü açmak için OK 
tuşuna basın (Şek. 23). 
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Şek. 22 Alarm seçimi 

 

Şek. 23 Basınç sensörü için alarm menüsü 
 

Her bir sensör için mevcut olan alarm menüsü, alarmın etkinleştirilip etkinleştirilmediğini belirten 
bir kısımdan ve alarm için sınır değerini belirten bir kısımdan oluşur. Alarm için oluşturulan sınır 
değerinin aşılması durumunda cihazda bip sesi meydana gelir ve LED yanar. 

 
Belirli bir sensör için alarmı etkinleştirme/devre dışı bırakma amacıyla Set limit (Sınırı ayarlama) 
seçeneğini seçmek için ▲ ve ▼ ok tuşlarını kullanın ve OK tuşuna basın. Alarm 

etkinleştirildiğinde  simgesi görüntülenir. 
 
Sınırı ayarlamak için Value (Değer) seçeneğini seçerek OK tuşuna basın. Bu işlemin ardından 
değiştirilecek olan rakam beyaz ile vurgulanır (Şek. 22). Alarm için varsayılan değerler  30 °C, 

%80 nem oranı, 1000 hPa, 1000 ppm (yeşil sınır değeri) ve 2000 ppm (sarı sınır değeri).  
 
Tüm alarmları devre dışı bıraktığınızda ya da alarmlı bir parametre ayarlanan sınır değerinin altına 
düştüğünde LED kapanır. 

 

Şek. 24 Alarm için ayarlanan değer 
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5.4.3.4 Ölçüm birimi alt menüsü 
    Bu menüde iki ölçüm birimi sistemi arasında seçim yapabilirsiniz :  

                                                          Uluslararası Birimler Sistemi (SI): °C, %RH., hPa ve ppm ya da  
                   Amerikan Ölçü Birimleri (US): °F, % RH., psi ve ppm 

İstediğiniz ölçüm birimi sistemini seçmek ▲ ve ▼ ok tuşlarını kullanın ve OK tuşuna basın. 

Seçilen sistemin yanında   simgesi görüntülenir. 
 

Şek. 25. Ölçüm birimi alt menüsü 

 
5.4.3.5 Tarih ve saat göstergesi 

Bu alt menüde üst çubukta tarih ve saatin görüntülenip görüntülenmeyeceğini seçebilirsiniz . 
İstediğiniz seçeneği ▲ ve ▼ ok tuşları ile seçin ve OK tuşuna basın. Seçilen seçeneğin yanında 
 simgesi görüntülenir. Şekil 26’da tarih ve saat üst çubukta görüntülenmektedir. 

 

Şek. 26. Tarih ve saat göstergesi için seçim ekranı 
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5.4.3.6 Ondalık ayırıcı alt menüsü 

In diesem Untermenü können Sie w ählen, ob Sie das Komma oder den Punkt als 

Dezimaltrennzeichen für die Anzeige und für die Daten auf der µSD-Karte verwenden möchten. 
Um zw ischen den beiden Optionen zu w echseln, wählen Sie mit den Pfeiltasten ▲ und ▼ das 
gew ünschte Dezimaltrennzeichen aus und drücken Sie OK. Anschließend wird ein  Symbol 
neben der gew ählten Option angezeigt. 

 

Abb. 27 Untermenü Dezimaltrennzeichen 

 
5.4.3.7 Açık /koyu mod 

Burada açık ya da koyu modu seçebilirsiniz . Bu menüye girdikten sonra istediğiniz seçeneği ▲ 

ve ▼ ok tuşları ile seçin ve OK tuşuna basın. Bu işlemin ardından seçilen modun yanında  
simgesi görüntülenir. Şekil 28 ve 29’da iki farklı modu görebilirsiniz. 

 

Şek. 28 Koyu modda açık/koyu mod seçim penceresi 
 

Şek. 29 Açık modda açık/koyu mod seçim penceresi 
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5.4.3.8 Ses alt menüsü 

Bu alt menüde alarm durumunda bip sesini etkinleştirebilir ya da devre dışı bırakabilirsiniz . Bip 

sesini etkinleştirmek/devre dışı bırakmak için ▲ ok ▼ tuşlarını kullanın ve OK tuşuna basın. Bu 
işlemin ardından seçilen seçeneğin yanında simgesi görüntülenir. 

 

Şek. 30 Ses alt menüsü 

 
5.4.4 Biçim menüsü 

Bu menü öğesini seçtiğinizde ve SD kart takılı olduğunda cihaz SD kartı biçimlendirir ve ekranda 
kum saati olan bir pencere görüntülenir (Şek. 31). İşlem tamamlandığında pencere ve kum saati 

de gider. İşlem tamamlanmadan önce SD kart çıkarılırsa işlem iptal edilir ve pencere ve kum 
saati de ekrandan gider.  

 

Şek. 31 Biçimlendirme işlemi başladı 
 

Bu seçeneği SD kartı takmadan seçmeniz halinde ekranda “No SD card“ (SD kart yok) mesajını 
içeren bir pencere görüntülenir (Şek. 32). 
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Şek. 32. Biçimlendirme işlemi başladı, ancak SD kart takılı değil 

 
Biçimlendirme işlemi sırasında bir hata meydana gelmesi durumunda ekranda "Error..." mesajı 

görüntülenir  (Şek. 33). Bu mesajın ardından boş bellek yüzdesi değeri yerine sol üst köşede 
bazı mantıksız değerler görüntülenebilir. Bu sorun, “Format“ (Biçimlendirme) seçeneğinde SD 
kartı yeniden biçimlendirerek ya da SD kartı cihazdan çıkarıp bilgisayarda yeniden 
biçimlendirerek çözülebilir. 

 

Şek. 33 Hata mesajı 

 
5.4.5 Bilgi menüsü 

Bu menüde şirket logosu, cihazın ismi ve versiyonu, seri numarası ve internet sayfası gibi bilgilere 
ulaşabilirsiniz. 

 

Şek. 34 Bilgi menüsü 
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5.5 Dosyalar 

Veri kaydı işlemi başladığında yeni bir dosya oluşturulur. Bunun haricinde, her ay yeni bir dosya 

oluşturulur. 
Veri kaydı için kullanılan SD kartın FAT32 formatında olması ve maksimum 32 GB kapasiteye 
sahip olması gerekir. 
SD kart için dosya ismi PCE_dd.mm.yyyy_hh.mm.ss.csv olarak oluşturulmuştur. dd.mm.yyyy ve 

hh.mm.ss dosyanın oluşturulduğu tarih ve saati ifade eder. Tüm dosyalar, şirketin ismi (“PCE 
Instruments”), internet sayfasını, cihazın adını, cihazın sürümünü ve seri numarasını içeren bir 
başlık içerir. 

 

Şek. 35 Örnek dosya 
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6 Garanti 
Genel İş Şartlarımızdaki garanti şartlarımızı burada bulabilirsiniz: 

https://www.pce-instruments.com/turkish/sartlar-ve-kosullar#AGB 
 

7 Geri Dönüşüm 
Pillerin satışı ile ilgili olarak pil veya batarya ile çalışan cihazların satışı ile ilgili ve 2006/66 / EC 
sayılı pil ve batarya ile ilgili direktif ine göre, bir satıcı olarak müşterilerimizi ilgili düzenlemeler ve 
yükümlülükler hakkında bilgilendirmek zorundayız. 

 
Kullanılmış piller evsel atık olarak atılmamalıdır. Tüketiciler, pilleri tüketici için ücretsiz olan 
uygun bir ticari veya belediye toplama noktasına vermekle yükümlüdür. Kullanılmış (şarj 
edilebilir) pillerinizi bize kaşeli ve aşağıdaki adrese geri gönderebilirsiniz: 

 
PCE Teknik Cihazlar Paz. Tic. Ltd. Şti. 
Halkalı Merkez Mah. Pehlivan Sok. No 6/C 
34303 Küçükçekmece/İstanbul 

 
Kullanılmış piller çevreye ve insan sağlığına zarar verebilecek kirleticiler veya ağır metaller 
içerebilir. Ayrıca, piller geri dönüştürülebilen değerli hammaddeler içerir. Çevremizi koruduğunuz 
için teşekkür ederiz. 
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1 Safety notes 
Please read this manual carefully and completely before you use the device for the first time. The 

device may only be used by qualif ied personnel and repaired by PCE Instruments personnel. 
Damage or injuries caused by non-observance of the manual are excluded from our liability and  
not covered by our w arranty. 

 
 The device must only be used as described in this instruction manual. If  used otherwise, 

this can cause dangerous situations for the user and damage to the meter. 

 The instrument may only be used if the environmental conditions (temperature, relative 
humidity, …) are w ithin the ranges stated in the technical specifications. Do not expose 
the device to extreme temperatures, direct sunlight, extreme humidity or moisture. 

 Do not expose the device to shocks or strong vibrations. 
 The case should only be opened by qualif ied PCE Instruments personnel. 

 Never use the instrument w hen your hands are w et. 

 You must not make any technical changes to the device. 
 The appliance should only be cleaned w ith a damp cloth. Use only pH-neutral cleaner, 

no abrasives or solvents. 

 The device must only be used w ith accessories from PCE Instruments or equivalent. 
 Before each use, inspect the case for visible damage. If  any damage is visible, do not 

use the device. 

 Do not use the instrument in explosive atmospheres. 
 The measurement range as stated in the specif ications must not be exceeded under 

any circumstances. 
 Non-observance of the safety notes can cause damage to the device and injuries to 

the user. 

 The device has been developed for f ixed installation. 

We do not assume liability for printing errors or any other mistakes in this manual. 
 

We expressly point to our general guarantee terms w hich can be found in our general terms  of  
business. 

 

If  you have any questions, please contact PCE Instruments. The contact details can be found at  
the end of this manual 
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2 Specifications 

 
2.1 Integrated sensors 

 

Specification Value 

Temperature 

Measurement range 0 ... +50 ºC / 32 ... 122 ºF 

Accuracy 
±0.15 ºC @ 0 ... 20 ºC / 32 ... 60 ºF 
±0.1 ºC @ 20 ... 50 ºC / 68 ... 122 ºF 

Resolution 0.1 ºC 

Relative humidity 

Measurement range 0 ... 100 % RH, non-condensing 

Accuracy 
±1.5 % RH @ 0 … 80 % RH 
±2 % RH @ 80 … 100 % RH 

Resolution 0.1 % RH 

Atmospheric pressure 

Measurement range 300 ... 1250 hPa 

Accuracy ±50 hPa @ -20 … 75 °C / 700 ... 1100 hPa 

Resolution 0.1 hPa 
CO2 

Measurement range 0 ... 40000 ppm 

Accuracy 
±(40 ppm + 5 % of measured value) 

@ 400 ... 5000 ppm @ 25 ºC / 77 ºF 
Repeatability ±10 ppm 

Temperature drift/year ±(5 ppm + 0.5 % of measured value) 

Resolution 1 ppm 

 
 

2.2 General 
 

Specification Value 

Memory capacity microSD card of 32 GB 
in total 1,000,000,000,000 measuring points for all sensors 

Sampling times 30 s, 1, 2, 10, 15 and 30 min and 1, 2, 6, 12 and 24 h 

IP protection class IP30 

Voltage supply USB 5 V / 1.5 A 

Operating conditions 0 ... +50 ºC / 32 ... 122 ºF 
0 ... 100 % RH, non-condensing 

Storage conditions 
-20 ... +60 ºC / -4 ... 140 ºF 
0 ... 100 % RH, non-condensing 

Weight 300 g / 10.5 oz 

Dimensions 128.5 x 88.5 x 41 mm / 5.06 x 3.48 x 1.61” 
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2.3 Approx. battery life 

Sampling time 
Battery life 

Temperature Humidity Pressure CO2 

2 min 2 min 2 min 10 min 3 months 

10 min 10 min 10 min 15 min 4 months 

15 min 15 min 15 min 30 min 5.5 months 

1 h 1 h 1 h 1 h 8 months 

 

 
2.4 Delivery contents 

1x CO2 data logger PCE-AQD 50 
1x 32 GB microSD card w ith adaptor 
1x micro USB charging cable 
1x quick start guide 

 
 

2.5 Optional accessories 

1x w all mounting set 
1x ISO calibration certif icate CAL-HT 

1x ISO CO2 calibration certif icate CAL-CO2 
1x temperature calibration certif icate CAL-DAKKS-T 
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3 System description 

 
3.1 Device 

This CO2 datalogger is capable of measuring four environmental parameters (temperature, 
humidity, pressure and CO2) at configurable sampling times and high accuracy. 

 
Fig. 36 PCE-AQD 50 description 

 

Interfaces 

1 Charging connection 

2 SD card slot 

 

LEDs 

3 Alarm: red w hen a value exceeds its threshold 

4 
Charger connected: green w hen charger is connected, until battery is completely 
charged 
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Key Name Function 

 
5 

 

 

 
Pow er key 

- Press w hen alarm LED is on to turn it 
off  

- Press and hold for 1.5 s to turn the 
device on/off 

 
6 

 

 
Back key 

- Press and hold for 2.5 s to return to 

home screen 

 
7 

 

 
OK key 

 
- Confirm an entry 

 
8 

 

 

 
Up key 

- Press and hold for 1 s in home 
screen to display time and date if it is 

not displayed on the upper bar 
- Navigate through the menus 

 
9 

 

 

 
Left key 

- Change betw een sensors view and 
graphic view  and vice versa 

- Change betw een digits in certain 

configurations 

 
10 

 

 

 
Right key 

- Change betw een sensors view and 
graphic view  and vice versa 

- Change betw een digits in certain 
configurations 

 

11 

 

 

Dow n key 

 

- Navigate through the menus 

 

E
n

g
lis

h
 



© PCE Instruments 

28 

 

 

4 Getting started 

 
4.1 Power supply 

The device uses a Li-Ion rechargeable battery of 7.4 V/3400 mAh that has to be charged w ith the 
12 V/1.5 A charger provided. The charging process can increase the temperature inside the 
device and affect the temperature measurement. 

 

The battery life depends on the configuration of the different sensors. It is recommended to set  
the same sampling time value for measuring the temperature, humidity and pressure and a higher 
sampling time value for the CO2 measurement. The recommended configurations and the 

estimate battery lives are: 
 

Temperature Humidity Pressure CO2 Battery life 

2 min 2 min 2 min 10 min 3 months 

10 min 10 min 10 min 15 min 4 months 

15 min 15 min 15 min 30 min 5.5 months 

30 min 30 min 30 min 1 h 7.5 months 

 

Note: 
The battery life can vary depending on the ambient conditions. 

 

The device can also be used w hen connected to mains pow er via the power charger. 

 
4.2 Preparation 

The device is designed to be mounted on the w all. For this purpose, it has tw o holes for screw s  

and you can use screw s w ith a diameter of 4 mm. To uncover the holes, pull the small tabs 
through the slits on the front panel of the device. In the image, the drill template can be seen. 

Fig. 37 Drill template 
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5 Operation 

 
5.1 Start-up 

To start up the device, press and hold the Power key for approx. 1.5 s. The device w ill display  a  
boot screen (f ig. 3), followed by the home screen (f ig. 4). The number of sensors displayed on  
the home screen depends on the number of sensors enabled (f ig. 4/5). The device w ill s tar t up  

w ith the sampling times set before turning off. At f irst start-up, the sampling times are 2 minutes  
for all sensors but CO2 the default sampling time of w hich is 10 minutes. 
It is also recommended to set the time and date of the device (00:00 and 01/01/2021 as  def ault  
on start-up). 

 

Fig. 38 Boot screen 
 

Fig. 39 Home screen with all sensors enabled 
 

Fig. 40 Home screen with three sensors enabled 
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5.2 Measurement 

In order to perform a measurement, follow  these steps: 
4. Go to Menu  Sensors  Sensors configuration. Here, you can set the desired 

sampling time and/or turn off  the desired sensors. 
5. Go to Menu  Senors  Start/Stop datalogging. Here, you can set the start mode and 

a circle w ill appear in the upper bar, indicating that the device is recording data. This 

w ill only happen if the SD card is inserted in the device. If not, a w arning message will 
be displayed and the recording w ill be aborted. 

6. Go to the home screen. Here, you can select betw een sensors view  w here the 
measurements of all sensors are displayed or graphic view  where the last f if teen CO 2  

points are displayed to see the course of the concentration. 

 

 
5.3 Turnoff 

To turn off the device, press and hold the Power key for approx. 1.5 s. After the beep, release  

the key and the device w ill turn off completely. It w ill save the settings and use these as def ault  
settings for the next start-up. 

 

The follow ing message (fig. 6) will be displayed during power-off, until the display turns completely 
blank. 

 
Fig. 41 Pow er-off screen 

 
Note: 

When the device is turned off and on again, the time and date have to be set manually again. 
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5.4 Menus and submenus 

 
5.4.1 Main menu 

To access the main menu from the home screen, press the OK key. The device w ill then display  
the main menu (f ig. 7). Here, the arrow  keys ▲, ▼, ◄ and ► can be used to select the  
submenu/function you w ant to access. 

 

Fig. 42 Main menu 

 
5.4.2 Sensors menu 

This menu allow s you to make all settings related to the sensors. It consists of three submenus 

(f ig. 8): 
 Sensors configuration: allows you to enable sensors and select the sampling time for 

the sensors 

 Start/stop datalogging: allow s you to start and stop the datalogging process 

 CO2 graph: displays a graph w ith the last f if teen CO2 values measured 
 

Fig. 43 Senors menu 

E
n

g
lis

h
 



© PCE Instruments 

32 

 

 

5.4.2.1 Sensors configuration menu 

This submenu allow s you to set the sampling time for each sensor and also to disable each one  

of them. The sensors are represented by their units and the display will be updated depending on 
the units set for the measurements. 
If  a sampling time is set for any of the sensors, that sensor will be enabled. The available sampling 
times are: 30 seconds, 1 minute, 2 minutes, 10 minutes, 15 minutes, 30 minutes, 1 hour, 2 

hours, 6 hours, 12 hours and 24 hours. 
For changing the sampling time for one sensor, select the desired sensor with the arrow keys ▲  
and ▼ and press the OK key; then the device w ill highlight the sampling time you are changing  

in w hite (f ig. 10). After that, use the arrow  keys ▲ (increase sampling time) and ▼ (decrease 
sampling time) to change betw een the different values for the sampling time. Once you have 
reached the 24 h sampling time and press the arrow  key ▲ again or have selected a sampling  
time of 30 s and press the arrow key ▼, the device will display Off and the sensor will be disabled. 

In the images 9 and 10, the humidity sensor is shown as disabled. 
 

Note: 
At f irst start-up, the sampling times are 2 minutes for all sensors but CO2 the default sampling 
time of w hich is 10 minutes. 

 

Fig. 44 Sensors selection submenu 
 

Fig. 45 Sensors selection menu - changing temperature sampling time 
 

Note: 
When selecting 30 s as sampling rate, it is recommended to use the charging adaptor. 
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5.4.2.2 Start/Stop datalogging menu 

This submenu allow s you to start and stop the datalogging process (f ig. 11). 
 

Fig. 46 Start/Stop datalogging submenu 
 

Use the arrow keys ▲ and ▼ to select the desired action and press OK. In that moment, the   
icon w ill be displayed next to Stop or Start. Furthermore, if  the selected action is Start, the device 
w ill show  a circle in the upper bar to indicate that it is measuring (f ig. 12). 

 

Fig. 47 Start mode active 

 
The device w ill start measuring w hen it is turned on, no matter if  datalogging is enabled or not. 

This is because the device can be also used to display the current ambient parameters. 
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5.4.2.3 CO2 graph 

This part of the menu displays a graph that show s the last 15 measured CO2 values (f ig. 13) . If  
no measurements have been made yet, you w ill not be able to access this page. This page can  
be also accessed w ith the arrow  keys ◄ and ► from the home screen. To return to the main  
menu from this page, press OK. 

 

Fig. 48 CO2 graph 

 
5.4.3 Settings menu 

This menu allow s you to make all settings related to the device. It consists of six submenus (f ig. 
14 and 15): 

 Language: select menu language 
 Date and time: set date and time and their format 

 Alerts: enable/disable alerts and set an alert threshold for each variable 

 Units: change the measuring units for the variables 
 Date and time on screen: enable or disable the time and date display on the upper 

bar 

 Decimal separator: select the decimal separator for the measured variables 

 Dark/light mode: select between dark or light theme for the display and menus 

 Sound: enable/disable the sound of the alerts 
 

Fig. 49 Settings menu, f irst part 
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Fig. 50 Settings menu, second part 

 
5.4.3.1 Language submenu 

In this submenu, you can change the language of the device. The follow ing options are available: 

Dutch, English, French, German, Italian, Polish, Spanish and Turkish. When enter ing this  
menu, the device w ill display a list of the languages and the icon  next to the currently selected 
language (f ig. 16). 
To change the language, use the arrow  keys ▲, ▼, ◄ and ► to select the desired language and 

select it by pressing OK. The texts of the menu w ill then be updated to the selected language. 
 

Fig. 51 Language submenu 
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5.4.3.2 Date and time submenu 

In this submenu, you can set the time and date of the device as w ell as their formats (fig. 17). Use 

the arrow keys ▲ and ▼ to select the parameter you w ant to change and press OK. 
 

Fig. 52 Time and date submenu 
 

After selecting Time or Date, the device w ill highlight the digit to be modif ied in w hite. You can 
change the digit using the ◄ and ► keys and its value w ith the ▲ and ▼ keys. Once the time or  
date is set, press OK to update the data in the display and in the system. 

 

Fig. 53 Time change 
 

Fig. 54 Date change 
 

Note: 
The time and date w ill be autocorrected when their maximum values are exceeded. For example, 

if  the actual date is 31 January and the user tries to increase the 1, it w ill be updated to a 0. 
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After selecting Time format or Date format, the device w ill display highlight the value to be 
modified in w hite. The user can change the value w ith the arrow  keys ▲ and ▼. The possible 

values for the time format are 24h and 12h and the options for the date format are dd.mm.yyyy, 
dd/mm/yyyy, mm.dd.yyyy, mm/dd/yyyy, yyyy.mm.dd and yyyy/mm/dd. Once the f ormat is  
selected, the OK key must be pressed. 

 

Note: 
If  12h is selected for the Time format, the time w ill be displayed w ith am/pm. 

 

Fig. 55 Time format change 
 

Fig. 56 Date format change 

 
5.4.3.3 Alerts submenu 

Via this submenu, you can enable/disable and define an alarm for each measured variable. In 
case the measured value for a certain variable exceeds the limit set in the alert, the dev ice w ill 
beep every 2 seconds for a duration of  10 seconds and a red LED w ill turn on. 
When you enter the menu, the device w ill display a list of the sensors represented by their units  

as w ell as the icon  next to each sensor w ith an enabled alarm (f ig. 22). 
For enabling/disabling or setting an alarm, use the arrow  keys ▲ and ▼ to select the sensor you 
w ish to set. Then press OK to open the specif ic alarm menu for the selected sensor (f ig. 23). 
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Fig. 57 Alert selection 

 

Fig. 58 Alert menu for pressure sensor 
 

The alert menus for each sensor consist of a part w hich indicates if the alarm is enabled or  not  
and another part w hich indicates the limit value for the alert; once the measurement exceeds that 
limit, the meter w ill beep and the LED w ill glow . 

To enable/disable the alarm for a certain sensor, use the arrow  keys ▲ and ▼ to select Set limit 
and then press OK. If  the alarm is enabled, the icon  w ill be displayed; if  not, nothing w ill be 
displayed. 

To set the limit, select Value and press OK. Then, the digit selected for changing w ill be 
highlighted in w hite (f ig. 22). The default values for the alarm are 30 ºC, 80 % RH, 1000 hPa,  
1000 ppm (green limit) and 2000 ppm (yellow limit). 
The LED w ill turn off w hen you disable all alarms or w hen the parameters w ith a set alarm fall 

below  the limit value set. 
 

Fig. 59 Set value for alarm 
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5.4.3.4 Units submenu 

This submenu allow s you to choose between two unit systems: 

International System of Units (SI): ºC, % RH, hPa and ppm or 
United States System (US): ºF, % RH, psi and ppm 

To change the units, use the arrow keys ▲ and ▼ to select the desired unit system and press 
OK. Then, a  icon w ill be displayed next to the unit system selected. 

 

Fig. 60. Units submenu 

 
5.4.3.5 Date and time on screen 

Via this submenu, you can select w hether or not to display the date and time on the top bar. Use  

the arrow  keys ▲ and ▼ to select the desired option and press OK. Then, a  icon w ill be 
displayed next to the selected option. In f ig. 26, the time and date are displayed in the top bar. 

 

Fig. 61. Selection screen for date and time on screen 
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5.4.3.6 Decimal separator submenu 

In this submenu, you can choose whether to use the comma or the dot as decimal separator for 

the display and for the data on the µSD card. 
To sw itch between the tw o options, use the arrow keys ▲ and ▼ to select the desired dec imal  
separator and press OK. Then, a  icon w ill be displayed next to the selected option. 

 

Fig. 62 Decimal separator submenu 

 
5.4.3.7 Dark/light Mode 

Via this submenu, you can select light or dark mode. When you access this menu, select the 
desired option w ith the arrow keys ▲ and ▼ and press OK. After that, a  icon w ill be displayed 

next to the selected mode. In f igures 28 and 29, you can see the tw o different modes. 
 

Fig. 63 Dark/light mode selection screen in dark mode 
 

Fig. 64 Dark/light mode selection screen in light mode 

E
n

g
li
s

h
 



© PCE Instruments 

41 

 

 

5.4.3.8 Sound submenu 

This submenu allow s you to enable or disable the beep in case of an alert. For enabling/disabling 

the beep, use the arrow keys ▲ and ▼ to select the desired option and press OK. Then, a  icon 
w ill be displayed next to the selected option. 

 

Fig. 65 Sound submenu 

 
5.4.4 Format menu 

When you select this menu option and the SD card is inserted, the device w ill format it and a 
w indow with an hourglass will be displayed on the screen (f ig. 31). When the process is f inished, 

the w indow  and the hourglass w ill disappear. If  the SD card is removed before f inishing, the 
process will be stopped and the w indow and the hourglass w ill also disappear from the screen. 

 

Fig. 66 Formatting process started 
 

If the user selects this option w ithout having inserted the SD card, a w indow with the message 
“No SD card” w ill appear on the screen (f ig. 32). 
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Fig. 67. Formatting process started but no SD card is inserted 

 
If  an error occurs during the formatting process, the message “Error…” is displayed (f ig. 33).  

After this, some implausible values may be displayed in the top left corner instead of the free 
memory percentage value. This problem can be solved formatting the SD card again via the  
Format option or w ith a computer, removing the SD card from the device f irst. 

 

Fig. 68 Error message 

 
5.4.5 Info menu 

In this menu, you can see some information about the device such as the company logo, the 
name and version of the device, the serial number and the w ebsite. 

 

Fig. 69 Info menu 
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5.5 Files 

As soon as a datalogging process starts, a new file will be created. Also, a new file will be created 

each month. 
The SD card used for datalogging must be formatted in FAT32 and have a maximum size of 32 
GB. 
The name of the f ile for the SD card is structured as PCE_dd.mm.yyyy_hh.mm.ss.csv and 

dd.mm.yyyy and hh.mm.ss stand for the date and time w hen the f ile has been created. A ll f iles  
include a header w ith the name of the company (“PCE Instruments”), the w ebsite, the name and  
version of the device and the serial number. 

 

Fig. 70 Example of f ile 
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6 Warranty 
You can read our w arranty terms in our General Business Terms w hich you can f ind here: 

https://www.pce-instruments.com/english/terms. 

 

7 Disposal 
For the disposal of batteries in the EU, the 2006/66/EC directive of the European Parliament 

applies. Due to the contained pollutants, batteries must not be disposed of as household w aste.  
They must be given to collection points designed for that purpose. 

 

In order to comply w ith the EU directive 2012/19/EU w e take our devices back. We either re-use 
them or give them to a recycling company which disposes of the devices in line w ith law . 

 
For countries outside the EU, batteries and devices should be disposed of in accordance w ith 

your local w aste regulations. 
 

If  you have any questions, please contact PCE Instruments. 
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PCE Instruments contact information 
 

 
Germany France Spain 

PCE Deutschland GmbH PCE Instruments France EURL PCE Ibérica S.L. 

Im Langel 4 23, rue de Strasbourg Calle Mayor, 53 

D-59872 Meschede 67250 Soultz-Sous-Forets 02500 Tobarra (Albacete) 

Deutschland France España 

Tel.: +49 (0) 2903 976 99 0 Téléphone: +33 (0) 972 3537 17 Tel. : +34 967 543 548 

Fax: +49 (0) 2903 976 99 29 Numéro de fax: +33 (0) 972 3537 18 Fax: +34 967 543 542 

info@pce-instruments.com info@pce-france.fr info@pce-iberica.es 

www.pce-instruments.com/deutsch www.pce-instruments.com/french www.pce-instruments.com/espanol 

United Kingdom Italy Turkey 

PCE Instruments UK Ltd PCE Italia s.r.l. P CE  Teknik Cihazları Ltd.Ş ti . 

Unit 11 Southpoint Business Park Via Pesciatina 878 / B-Interno 6 Halkalı  Merkez Mah. 

Ensign Way, Southampton 55010 Loc. Gragnano Pehlivan Sok. No.6/C 

Hampshire Capannori (Lucca) 34303 K üçükçekm ec e  - İstanbul  

United Kingdom, SO31 4RF Italia Türkiye 

Tel: +44 (0) 2380 98703 0 Telefono: +39 0583 975 114 Tel: 0212 471 11 47 

Fax: +44 (0) 2380 98703 9 Fax: +39 0583 974 824 Faks: 0212 705 53 93 

info@pce-instruments.co.uk info@pce-italia.it info@pce-cihazlari.com.tr 

www.pce-instruments.com/english www.pce-instruments.com/italiano www.pce-instruments.com/turkish 

The Netherlands United States of America 
 

PCE Brookhuis B.V. 

Institutenweg 15 

7521 PH Enschede 

Nederland 

Telefoon: +31 (0)53 737 01 92 

info@pcebenelux.nl 

www.pce-instruments.com/dutch 

PCE Americas Inc. 

1201 Jupiter Park Drive, Suite 8 

Jupiter / Palm Beach 

33458 FL 

USA 

Tel: +1 (561) 320-9162 

Fax: +1 (561) 320-9176 

info@pce-americas.com 
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Specifications are subject to change without notice. 

 
User manuals in various languages (français, italiano, español,  

português, nederlands, türk, polski, русский, 中文) can be found by 

using our product search on: www.pce-instruments.com 

http://www.pce-instruments.com/

